
 Drilling Protocol (Ø3.0 x 11.5 mm) 
RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Final Drill
Twist Drill

Ø2.8/2.4 x 11.5 mm

Optional Dense Bone 
Screw Tap
Ø3.0 mm

Parallel Pin
Ø3.0 mm

Parallel Pin
Ø3.0 mm

Implant Driver 
Ø3.0 Long 

Hahn™ Tapered Implant 
Ø3.0 x 11.5 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.



UM 4194_3.0 (3033445)         REV ID 8249      PK-173-050917

11.5 mm
13 mm 16 mm

11.5 mm 
13 mm
16 mm

1.0 mm

 Drilling Protocol (Ø3.0 x 11.5 mm) 

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø3.0 mm 70-1071-SRG0078

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 11.5 mm 70-1071-SRG0168

Screw Tap Ø3.0 mm 70-1071-SRG0073

Implant Driver Ø3.0 Long 70-1071-SRG0083

Tapered Implant Ø3.0 x 11.5 mm 70-1154-IMP0001

Only
By Prescription Only



Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

 Drilling Protocol (Ø3.0 x 13 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Final Drill
Twist Drill

Ø2.8/2.4 x 13 mm

Optional Dense Bone 
Screw Tap
Ø3.0 mm

Parallel Pin
Ø3.0 mm

Parallel Pin
Ø3.0 mm

Implant Driver 
Ø3.0 Long 

Hahn™ Tapered Implant 
Ø3.0 x 13 mm 

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4195_3.0 (3033446)         REV ID 8250 PK-174-050917

11.5 mm
13 mm 16 mm

11.5 mm 
13 mm
16 mm

1.0 mm

 Drilling Protocol (Ø3.0 x 13 mm) 

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø3.0 mm 70-1071-SRG0078

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 13 mm 70-1071-SRG0169

Screw Tap Ø3.0 mm 70-1071-SRG0073

Implant Driver Ø3.0 Long 70-1071-SRG0083

Tapered Implant Ø3.0 x 13 mm 70-1154-IMP0002

Only
By Prescription Only



Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

 Drilling Protocol (Ø3.0 x 16 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Final Drill
Twist Drill

Ø2.8/2.4 x 16 mm

Optional Dense Bone 
Screw Tap
Ø3.0 mm

Parallel Pin
Ø3.0 mm

Parallel Pin
Ø3.0 mm

Implant Driver 
Ø3.0 Long 

Hahn™ Tapered Implant 
Ø3.0 x 16 mm 

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4196_2.0 (3033447)         REV ID 8251 PK-175-050917

11.5 mm
13 mm 16 mm

 Drilling Protocol (Ø3.0 x 16 mm) 

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø3.0 mm 70-1071-SRG0078

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 16 mm 70-1071-SRG0170

Screw Tap Ø3.0 mm 70-1071-SRG0073

Implant Driver Ø3.0 Long 70-1071-SRG0083

Tapered Implant Ø3.0 x 16 mm 70-1154-IMP0003

Only
By Prescription Only

11.5 mm 
13 mm
16 mm

1.0 mm



 Drilling Protocol (Ø3.5 x 8 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 8 mm

Final Drill
Shaping Drill
Ø3.5 x 8 mm

Optional Dense Bone 
Screw Tap
Ø3.5 mm

Parallel Pin
Ø3.5 mm

Parallel Pin
Ø3.5 mm

Implant Driver 
Ø3.5/4.3

Long/Short 

Hahn™ Tapered Implant 
Ø3.5 x 8 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4197_3.0 (3033448)         REV ID 8252 PK-176-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø3.5 mm 70-1071-SRG0079

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 8 mm 70-1071-SRG0166

Shaping Drill Ø3.5 x 8 mm 70-1071-SRG0055

Screw Tap Ø3.5 mm 70-1071-SRG0074

Implant Driver Ø3.5/4.3 Long 70-1071-SRG0085

Implant Driver Ø3.5/4.3 Short 70-1071-SRG0084

Tapered Implant Ø3.5 x 8 mm 70-1154-IMP0004

Only
By Prescription Only

 Drilling Protocol (Ø3.5 x 8 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø3.5 x 10 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 10 mm

Final Drill
Shaping Drill

Ø3.5 x 10 mm

Optional Dense Bone 
Screw Tap
Ø3.5 mm

Parallel Pin
Ø3.5 mm

Parallel Pin
Ø3.5 mm

Implant Driver 
Ø3.5/4.3

Long/Short

Hahn™ Tapered Implant 
Ø3.5 x 10 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4198_3.0 (3033449)         REV ID 8253 PK-177-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

 Drilling Protocol (Ø3.5 x 10 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø3.5 mm 70-1071-SRG0079

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 10 mm 70-1071-SRG0167

Shaping Drill Ø3.5 x 10 mm 70-1071-SRG0056

Screw Tap Ø3.5 mm 70-1071-SRG0074

Implant Driver Ø3.5/4.3 Long 70-1071-SRG0085

Implant Driver Ø3.5/4.3 Short 70-1071-SRG0084

Tapered Implant Ø3.5 x 10 mm 70-1154-IMP0005

Only
By Prescription Only



 Drilling Protocol (Ø3.5 x 11.5 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 11.5 mm

Final Drill
Shaping Drill

Ø3.5 x 11.5 mm

Optional Dense Bone 
Screw Tap
Ø3.5 mm

Parallel Pin
Ø3.5 mm

Parallel Pin
Ø3.5 mm

Implant Driver 
Ø3.5/4.3

Long/Short 

Hahn™ Tapered Implant 
Ø3.5 x 11.5 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4199_3.0 (3033450)         REV ID 8254 PK-178-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø3.5 mm 70-1071-SRG0079

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 11.5 mm 70-1071-SRG0168

Shaping Drill Ø3.5 x 11.5 mm 70-1071-SRG0057

Screw Tap Ø3.5 mm 70-1071-SRG0074

Implant Driver Ø3.5/4.3 Long 70-1071-SRG0085

Implant Driver Ø3.5/4.3 Short 70-1071-SRG0084

Tapered Implant Ø3.5 x 11.5 mm 70-1154-IMP0006

Only
By Prescription Only

 Drilling Protocol (Ø3.5 x 11.5 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø3.5 x 13 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 13 mm

Final Drill
Shaping Drill

Ø3.5 x 13 mm

Optional Dense Bone 
Screw Tap
Ø3.5 mm

Parallel Pin
Ø3.5 mm

Parallel Pin
Ø3.5 mm

Implant Driver 
Ø3.5/4.3

Long/Short 

Hahn™ Tapered Implant 
Ø3.5 x 13 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4200_2.0 (3033451)         REV ID 8255    PK-179-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø3.5 mm 70-1071-SRG0079

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 13 mm 70-1071-SRG0169

Shaping Drill Ø3.5 x 13 mm 70-1071-SRG0058

Screw Tap Ø3.5 mm 70-1071-SRG0074

Implant Driver Ø3.5/4.3 Long 70-1071-SRG0085

Implant Driver Ø3.5/4.3 Short 70-1071-SRG0084

Tapered Implant Ø3.5 x 13 mm 70-1154-IMP0007

Only
By Prescription Only

 Drilling Protocol (Ø3.5 x 13 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø3.5 x 16 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 16 mm

Final Drill
Shaping Drill

Ø3.5 x 16 mm

Optional Dense Bone 
Screw Tap
Ø3.5 mm

Parallel Pin
Ø3.5 mm

Parallel Pin
Ø3.5 mm

Implant Driver 
Ø3.5/4.3

Long/Short 

Hahn™ Tapered Implant 
Ø3.5 x 16 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4201_2.0 (3033452)         REV ID 8256    PK-180-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø3.5 mm 70-1071-SRG0079

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 16 mm 70-1071-SRG0170

Shaping Drill Ø3.5 x 16 mm 70-1071-SRG0059

Screw Tap Ø3.5 mm 70-1071-SRG0074

Implant Driver Ø3.5/4.3 Long 70-1071-SRG0085

Implant Driver Ø3.5/4.3 Short 70-1071-SRG0084

Tapered Implant Ø3.5 x 16 mm 70-1154-IMP0008

Only
By Prescription Only

 Drilling Protocol (Ø3.5 x 16 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø4.3 x 8 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 8 mm

Shaping Drill
Ø3.5 x 8 mm

Final Drill
Shaping Drill
Ø4.3 x 8 mm

Optional Dense Bone 
Screw Tap
Ø4.3 mm

Parallel Pin
Ø4.3 mm

Parallel Pin
Ø4.3 mm

Implant Driver 
Ø3.5/4.3

Long/Short 

Hahn™ Tapered Implant 
Ø4.3 x 8 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4202_3.0 (3033453)         REV ID 8257   PK-181-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø4.3 mm 70-1071-SRG0080

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 8 mm 70-1071-SRG0166

Shaping Drill Ø3.5 x 8 mm 70-1071-SRG0055

Shaping Drill Ø4.3 x 8 mm 70-1071-SRG0060

Screw Tap Ø4.3 mm 70-1071-SRG0075

Implant Driver Ø3.5/4.3 Long 70-1071-SRG0085

Implant Driver Ø3.5/4.3 Short 70-1071-SRG0084

Tapered Implant Ø4.3 x 8 mm 70-1154-IMP0009

Only
By Prescription Only

 Drilling Protocol (Ø4.3 x 8 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø4.3 x 10 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 10 mm

Shaping Drill
Ø3.5 x 10 mm

Final Drill
Shaping Drill

Ø4.3 x 10 mm

Optional Dense Bone 
Screw Tap
Ø4.3 mm

Parallel Pin
Ø4.3 mm

Parallel Pin
Ø4.3 mm

Implant Driver 
Ø3.5/4.3

Long/Short 

Hahn™ Tapered Implant 
Ø4.3 x 10 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4203_3.0 (3033454)         REV ID 8258 PK-182-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø4.3 mm 70-1071-SRG0080

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 10 mm 70-1071-SRG0167

Shaping Drill Ø3.5 x 10 mm 70-1071-SRG0056

Shaping Drill Ø4.3 x 10 mm 70-1071-SRG0061

Screw Tap Ø4.3 mm 70-1071-SRG0075

Implant Driver Ø3.5/4.3 Long 70-1071-SRG0085

Implant Driver Ø3.5/4.3 Short 70-1071-SRG0084

Tapered Implant Ø4.3 x 10 mm 70-1154-IMP0010

Only
By Prescription Only

 Drilling Protocol (Ø4.3 x 10 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø4.3 x 11.5 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 11.5 mm

Shaping Drill
Ø3.5 x 11.5 mm

Final Drill
Shaping Drill

Ø4.3 x 11.5 mm

Optional Dense Bone 
Screw Tap
Ø4.3 mm

Parallel Pin
Ø4.3 mm

Parallel Pin
Ø4.3 mm

Implant Driver 
Ø3.5/4.3

Long/Short 

Hahn™ Tapered Implant 
Ø4.3 x 11.5 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4204_2.0 (3033456)         REV ID 8259 PK-183-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø4.3 mm 70-1071-SRG0080

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 11.5 mm 70-1071-SRG0168

Shaping Drill Ø3.5 x 11.5 mm 70-1071-SRG0057

Shaping Drill Ø4.3 x 11.5 mm 70-1071-SRG0062

Screw Tap Ø4.3 mm 70-1071-SRG0075

Implant Driver Ø3.5/4.3 Long 70-1071-SRG0085

Implant Driver Ø3.5/4.3 Short 70-1071-SRG0084

Tapered Implant Ø4.3 x 11.5 mm 70-1154-IMP0011

Only
By Prescription Only

 Drilling Protocol (Ø4.3 x 11.5 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø4.3 x 13 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 13 mm

Shaping Drill
Ø3.5 x 13 mm

Final Drill
Shaping Drill

Ø4.3 x 13 mm

Optional Dense Bone 
Screw Tap
Ø4.3 mm

Parallel Pin
Ø4.3 mm

Parallel Pin
Ø4.3 mm

Implant Driver 
Ø3.5/4.3

Long/Short 

Hahn™ Tapered Implant 
Ø4.3 x 13 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4205_3.0 (3033457)         REV ID 8260 PK-184-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø4.3 mm 70-1071-SRG0080

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 13 mm 70-1071-SRG0169

Shaping Drill Ø3.5 x 13 mm 70-1071-SRG0058

Shaping Drill Ø4.3 x 13 mm 70-1071-SRG0063

Screw Tap Ø4.3 mm 70-1071-SRG0075

Implant Driver Ø3.5/4.3 Long 70-1071-SRG0085

Implant Driver Ø3.5/4.3 Short 70-1071-SRG0084

Tapered Implant Ø4.3 x 13 mm 70-1154-IMP0012

Only
By Prescription Only

 Drilling Protocol (Ø4.3 x 13 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø4.3 x 16 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 16 mm

Shaping Drill
Ø3.5 x 16 mm

Final Drill
Shaping Drill

Ø4.3 x 16 mm

Optional Dense Bone 
Screw Tap
Ø4.3 mm

Parallel Pin
Ø4.3 mm

Parallel Pin
Ø4.3 mm

Implant Driver 
Ø3.5/4.3

Long/Short 

Hahn™ Tapered Implant 
Ø4.3 x 16 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4206_2.0 (3033458)         REV ID 8261 PK-185-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø4.3 mm 70-1071-SRG0080

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 16 mm 70-1071-SRG0170

Shaping Drill Ø3.5 x 16 mm 70-1071-SRG0059

Shaping Drill Ø4.3 x 16 mm 70-1071-SRG0064

Screw Tap Ø4.3 mm 70-1071-SRG0075

Implant Driver Ø3.5/4.3 Long 70-1071-SRG0085

Implant Driver Ø3.5/4.3 Short 70-1071-SRG0084

Tapered Implant Ø4.3 x 16 mm 70-1154-IMP0013

Only
By Prescription Only

 Drilling Protocol (Ø4.3 x 16 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø5.0 x 8 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 8 mm

Shaping Drill
Ø3.5 x 8 mm

Shaping Drill
Ø4.3 x 8 mm

Final Drill
Shaping Drill
Ø5.0 x 8 mm

Optional Dense Bone 
Screw Tap
Ø5.0 mm

Parallel Pin
Ø5.0 mm

Parallel Pin
Ø5.0 mm

Implant Driver 
Ø5.0

Short/Long 

Hahn™ Tapered Implant 
Ø5.0 x 8 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4207_2.0 (3033459)         REV ID 8262 PK-186-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø5.0 mm 70-1071-SRG0081

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 8 mm 70-1071-SRG0166

Shaping Drill Ø3.5 x 8 mm 70-1071-SRG0055

Shaping Drill Ø4.3 x 8 mm 70-1071-SRG0060

Shaping Drill Ø5.0 x 8 mm 70-1071-SRG0065

Screw Tap Ø5.0 mm 70-1071-SRG0076

Implant Driver Ø5.0 Short 70-1071-SRG0086

Implant Driver Ø5.0 Long 70-1071-SRG0087

Tapered Implant Ø5.0 x 8 mm 70-1154-IMP0014

Only
By Prescription Only

 Drilling Protocol (Ø5.0 x 8 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø5.0 x 10 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 10 mm

Shaping Drill
Ø3.5 x 10 mm

Shaping Drill
Ø4.3 x 10 mm

Final Drill
Shaping Drill

Ø5.0 x 10 mm

Optional Dense Bone 
Screw Tap
Ø5.0 mm

Parallel Pin
Ø5.0 mm

Parallel Pin
Ø5.0 mm

Implant Driver 
Ø5.0

Short/Long 

Hahn™ Tapered Implant 
Ø5.0 x 10 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4208_3.0 (3033460)         REV ID 8263 PK-187-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø5.0 mm 70-1071-SRG0081

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 10 mm 70-1071-SRG0167

Shaping Drill Ø3.5 x 10 mm 70-1071-SRG0056

Shaping Drill Ø4.3 x 10 mm 70-1071-SRG0061

Shaping Drill Ø5.0 x 10 mm 70-1071-SRG0066

Screw Tap Ø5.0 mm 70-1071-SRG0076

Implant Driver Ø5.0 Short 70-1071-SRG0086

Implant Driver Ø5.0 Long 70-1071-SRG0087

Tapered Implant Ø5.0 x 10 mm 70-1154-IMP0015

Only
By Prescription Only

 Drilling Protocol (Ø5.0 x 10 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø5.0 x 11.5 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 11.5 mm

Shaping Drill
Ø3.5 x 11.5 mm

Shaping Drill
Ø4.3 x 11.5 mm

Final Drill
Shaping Drill

Ø5.0 x 11.5 mm

Optional Dense Bone 
Screw Tap
Ø5.0 mm

Parallel Pin
Ø5.0 mm

Parallel Pin
Ø5.0 mm

Implant Driver 
Ø5.0

Short/Long 

Hahn™ Tapered Implant 
Ø5.0 x 11.5 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4209_2.0 (3033461)         REV ID 8264 PK-188-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø5.0 mm 70-1071-SRG0081

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 11.5 mm 70-1071-SRG0168

Shaping Drill Ø3.5 x 11.5 mm 70-1071-SRG0057

Shaping Drill Ø4.3 x 11.5 mm 70-1071-SRG0062

Shaping Drill Ø5.0 x 11.5 mm 70-1071-SRG0067

Screw Tap Ø5.0 mm 70-1071-SRG0076

Implant Driver Ø5.0 Short 70-1071-SRG0086

Implant Driver Ø5.0 Long 70-1071-SRG0087

Tapered Implant Ø5.0 x 11.5 mm 70-1154-IMP0016

Only
By Prescription Only

 Drilling Protocol (Ø5.0 x 11.5 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø5.0 x 13 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 13 mm

Shaping Drill
Ø3.5 x 13 mm

Shaping Drill
Ø4.3 x 13 mm

Final Drill
Shaping Drill

Ø5.0 x 13 mm

Optional Dense Bone 
Screw Tap
Ø5.0 mm

Parallel Pin
Ø5.0 mm

Parallel Pin
Ø5.0 mm

Implant Driver 
Ø5.0

Short/Long 

Hahn™ Tapered Implant 
Ø5.0 x 13 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4210_3.0 (3033462)         REV ID 8265 PK-189-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø5.0 mm 70-1071-SRG0081

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 13 mm 70-1071-SRG0169

Shaping Drill Ø3.5 x 13 mm 70-1071-SRG0058

Shaping Drill Ø4.3 x 13 mm 70-1071-SRG0063

Shaping Drill Ø5.0 x 13 mm 70-1071-SRG0068

Screw Tap Ø5.0 mm 70-1071-SRG0076

Implant Driver Ø5.0 Short 70-1071-SRG0086

Implant Driver Ø5.0 Long 70-1071-SRG0087

Tapered Implant Ø5.0 x 13 mm 70-1154-IMP0017

Only
By Prescription Only

 Drilling Protocol (Ø5.0 x 13 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø5.0 x 16 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 16 mm

Shaping Drill
Ø3.5 x 16 mm

Shaping Drill
Ø4.3 x 16 mm

Final Drill
Shaping Drill

Ø5.0 x 16 mm

Optional Dense Bone 
Screw Tap
Ø5.0 mm

Parallel Pin
Ø5.0 mm

Parallel Pin
Ø5.0 mm

Implant Driver 
Ø5.0

Short/Long 

Hahn™ Tapered Implant 
Ø5.0 x 16 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4211_2.0 (3033463)         REV ID 8266 PK-190-050917

8 mm
10 mm 
11.5 mm 
13 mm
16 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø5.0 mm 70-1071-SRG0081

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 16 mm 70-1071-SRG0170

Shaping Drill Ø3.5 x 16 mm 70-1071-SRG0059

Shaping Drill Ø4.3 x 16 mm 70-1071-SRG0064

Shaping Drill Ø5.0 x 16 mm 70-1071-SRG0069

Screw Tap Ø5.0 mm 70-1071-SRG0076

Implant Driver Ø5.0 Short 70-1071-SRG0086

Implant Driver Ø5.0 Long 70-1071-SRG0087

Tapered Implant Ø5.0 x 16 mm 70-1154-IMP0018

Only
By Prescription Only

 Drilling Protocol (Ø5.0 x 16 mm) 

8 mm
10 mm

11.5 mm
13 mm

16 mm



 Drilling Protocol (Ø7.0 x 8 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 8 mm

Shaping Drill
Ø3.5 x 8 mm

Shaping Drill
Ø4.3 x 8 mm

Shaping Drill
Ø5.0 x 8 mm

Final Drill
Shaping Drill
Ø7.0 x 8 mm

Optional Dense Bone 
Screw Tap
Ø7.0 mm

Parallel Pin
Ø7.0 mm

Parallel Pin
Ø7.0 mm

Implant Driver 
Ø7.0 Short 

Hahn™ Tapered Implant 
Ø7.0 x 8 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4212_3.0 (3033464)         REV ID 8267 PK-191-050917

8 mm
10 mm 
11.5 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø7.0 mm 70-1071-SRG0082

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 8 mm 70-1071-SRG0166

Shaping Drill Ø3.5 x 8 mm 70-1071-SRG0055

Shaping Drill Ø4.3 x 8 mm 70-1071-SRG0060

Shaping Drill Ø5.0 x 8 mm 70-1071-SRG0065

Shaping Drill Ø7.0 x 8 mm 70-1071-SRG0070

Screw Tap Ø7.0 mm 70-1071-SRG0077

Implant Driver Ø7.0 Short 70-1071-SRG0088

Tapered Implant Ø7.0 x 8 mm 70-1154-IMP0019

Only
By Prescription Only

 Drilling Protocol (Ø7.0 x 8 mm) 

8 mm
10 mm

11.5 mm



 Drilling Protocol (Ø7.0 x 10 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 10 mm

Shaping Drill
Ø3.5 x 10 mm

Shaping Drill
Ø4.3 x 10 mm

Shaping Drill
Ø5.0 x 10 mm

Final Drill
Shaping Drill

Ø7.0 x 10 mm

Optional Dense Bone 
Screw Tap
Ø7.0 mm

Parallel Pin
Ø7.0 mm

Parallel Pin
Ø7.0 mm

Implant Driver 
Ø7.0 Short 

Hahn™ Tapered Implant 
Ø7.0 x 10 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4213_3.0 (3033465)         REV ID 8268 PK-192-050917

8 mm
10 mm 
11.5 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø7.0 mm 70-1071-SRG0082

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 10 mm 70-1071-SRG0167

Shaping Drill Ø3.5 x 10 mm 70-1071-SRG0056

Shaping Drill Ø4.3 x 10 mm 70-1071-SRG0061

Shaping Drill Ø5.0 x 10 mm 70-1071-SRG0066

Shaping Drill Ø7.0 x 10 mm 70-1071-SRG0071

Screw Tap Ø7.0 mm 70-1071-SRG0077

Implant Driver Ø7.0 Short 70-1071-SRG0088

Tapered Implant Ø7.0 x 10 mm 70-1154-IMP0020

Only
By Prescription Only

 Drilling Protocol (Ø7.0 x 10 mm) 

8 mm
10 mm

11.5 mm



 Drilling Protocol (Ø7.0 x 11.5 mm) 

Twist Drill
Ø1.5 x 8 mm

Twist Drill
Ø2.4/1.5 mm

Twist Drill
Ø2.8/2.4 x 11.5 mm

Shaping Drill
Ø3.5 x 11.5 mm

Shaping Drill
Ø4.3 x 11.5 mm

Shaping Drill
Ø5.0 x 11.5 mm

Final Drill
Shaping Drill

Ø7.0 x 11.5 mm

Optional Dense Bone 
Screw Tap
Ø7.0 mm

Parallel Pin
Ø7.0 mm

Parallel Pin
Ø7.0 mm

Implant Driver 
Ø7.0 Short 

Hahn™ Tapered Implant 
Ø7.0 x 11.5 mm 

Ensure all surgical instruments are available prior to surgery. Osteotomy depth may be increased sequentially, beginning with shorter drill lengths, provided sufficient depth is achieved with the final drill.
Do not use any drill that exceeds the diameter or length of the prescribed implant.

RECOMMENDED DRILLING SPEEDS

Twist/Shaping Drills: 800-1200 RPM

Screw Tap: Do not exceed 25 RPM

Consult Instructions for Use



UM 4214_2.0 (3033466)         REV ID 8269 PK-193-050917

8 mm
10 mm 
11.5 mm

1.0 mm

hahnimplant.com

DESCRIPTION CODE

Twist Drill Ø1.5 x 8 mm 70-1071-SRG0164

Parallel Pin Ø7.0 mm 70-1071-SRG0082

Twist Drill Ø2.4/1.5 mm 70-1071-SRG0053

Twist Drill Ø2.8/2.4 x 11.5 mm 70-1071-SRG0168

Shaping Drill Ø3.5 x 11.5 mm 70-1071-SRG0057

Shaping Drill Ø4.3 x 11.5 mm 70-1071-SRG0062

Shaping Drill Ø5.0 x 11.5 mm 70-1071-SRG0067

Shaping Drill Ø7.0 x 11.5 mm 70-1071-SRG0072

Screw Tap Ø7.0 mm 70-1071-SRG0077

Implant Driver Ø7.0 Short 70-1071-SRG0088

Tapered Implant Ø7.0 x 11.5 mm 70-1154-IMP0021

Only
By Prescription Only

 Drilling Protocol (Ø7.0 x 11.5 mm) 

8 mm
10 mm

11.5 mm
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